Proedu1

Your smart class room

T HE LEADTETR DI GITAL PODIUWM




SMART PODIUM : PK-220Al

PRODUCTS DETAILS FEATURES

- Ergonomically designed user interface

- Lift controller for various customers

- Easy moving with special steel-material wheel

- Monitor angle auto function

- The effective lesson through wire / wireless microphones

- High-quality Goose-neck microphones (Low howling noise)

- Control all multimedia devices in classroom by the convenient integration controller
- The superstructure composed with 22" LED tablet touch monitor

7" LCD Touch Pad - Use in university, International school or meeting conference room

22"(16:9W) Tablet Monitor

Sliding type door




SPECIFICATION _ DIGITALPODIUM : PK-220Al

Podium Body

Monitor

Integrated Controller

Wireless Microphone

Amplifier

TOP + BODY Metal

22" (16:9 Wide) Tablet & Touch Monitor

300 Watt / 40

PKS-7000H Controller (Inside AMP)
+7" LCD Touch PAD + Laptop Interface (HDMI)

Drawing S/W(Chalk Box) Writing & Drawing & Recording & Capture

Power

Locking Mechanism

Speaker
Net Size

Weight

AC 220-240V, 5A, 50/60Hrz

60W (30W x 2EA)

825(W) x 545(D) x 1106(H)mm

80 kg

19" Rack, Door Top Sliding Locked

SPECIFICATIONS _ COMPONENTS

PKS-950 Features

Gooseneck + Wireless Microphone (Hand + PIN) / Per SET

Wireless Microphone

Receiver

Transmitter

System Parameter:

Oscillation Mode: PLL

Oscillation Mode: PLL

Frequency Range: 600~940MHz

Antenna Access: TNC/50Q)

Output Power: 15mW~20mwW

Frequency Quantity: 200 available

Sensitivity: 12dBuV(80db S/N)

Directivity: Cardioid pickup pattern

Working Distance: 50~150 meters

Spurious Suppression: 275db

Transmitter Type: Dynamic microphone

Signal-to-Noise Ratio: >105dB

Mid-Frequency: 110MHz.10.7MHz

Pipe Body Material: Zinc aluminum alloy

Modulation Mode: Analog

Sensitivity Adjustment: 12~32dBuV

Frequency Response: 40~18,000HZ

Max Deviation: +45KHz

Max Output Electrical Level: +10dbv

Battery Life Time: 8~15 hours

Item Specification
Model Name PK-22 TAM
Screen Size 51cm (22" WIDE)

Panel type LED

Resolution 1920 x 1080 (Full HD)
PC connection USB Port

Luminosity 250 cd/m2

Input signal HDMI, VGA, DVI, D-SUB

Channel Interval: 300KHz

Power Supply Mode: DC12V,400mA input

Power Supply: 2*AA 1.5V alkali batteries

Outer Dimensions

510mm(W) x 315mm(h) x 40mm(D)

O/s

Windows 98, XP ,Vista, 7 More than, MAC, LINUX

Sensor method

Electromagnetic or resistive

power supply

100 ~ 250v AC

Frequency Stability: +0.005%

15 minutes don't use automatic turn off

Frequency Bandwidth: 25MHz

Automatic be mute when fall down

Frequency Response: 40HZ~18KHZ

Total Harmonic Distortion: <0.5%




SPECIFICATIONS _ COMPONENTS

Home

7" LCD Control Pad

Item Specification
Resolution 800 x 480
View Area 154(H) x 92(V) mm — 7 inch
Interface RS-232
Touch Type Resistive
Power 12V, 500 mA

Gooseneck Microphone

Item Specification
Model Name PKS-GMO1
Cartridge 20mm Condenser
Frequency Response 40 ~ 20,000 Hz
Polar Pattern Cardioids
Power 220Q
Connectors 3-PIN XLR

Digital Amplifier

Drawing Software

(PK Chalk Box)
Item Specification
Model Name PKS - PA - 800
Output Power 280W+280W 80HMS
MIC input 4 Mic Input
USB Interface 1 Port

Audio Output

70mV (3 Input)

Audio Input

250mV (3 Output)

Frequency response

20Hz ~ 20Khz (+3dB)

Dimension

Peak indicating

Voltage

220V / 50~60Hz

Item Specification
Model Name PK SP-500
System type 2-way wall mouried speaker x 2
Impendance 8Q
5"(120mm) mineral filed polypropylene
Woofer cone with rubber suspension
1"(25"mm)KSV ccil 10 OZ magnet
Tweeler 0.5"(13mm) Mylar Dome 80hm
Sensitivity 85dB
Frequency 85Hz ~ 18kHz
Power(RMS) 30W x 2
Size 178(W) x 140(D) x 230(H) mm




SPECIFICATIONS _ COMPONENTS

NE OUT

PROIECTORATV

NOTE IN PROGRAM  DC 12V

Controller (PKS-7000H)

Item Specification
Item Separation Separation Quantity
PCIN 1
HDMI IN
Note IN 1
HDMI Distributor
Projector/Interactive Board 1
HDMI OUT
Monitor 1
PC IN 1
VGA IN
Note IN 1
VGA Distributor
Projector/Interactive Board 1
VGA OUT
Monitor 1
Gooseneck MIC 1
Wireless MIC 1
Sound IN
Audio PC 1
Note 1
Sound OUT RCA Audio 1
Input 1
UsSB USB Select
Output 2
LAN Port in 1
LAN LAN
LAN Port Out 2
RS 232 1
Projector Control
AUX RS 232 1
Motor Control Screen 2
Control IR Control IR Reciver 3
7"LCD Control Interface RS-232 1
Program Input Control Firmware Input (RS232) 1
Lamp Control Lamp 2
Power Power 12V/3.5A 1




